BRACKETS CORDSETS RETROREFLECTORS MISCELLANEQOUS

8-Pin Threaded M12/Euro-Style Cordsets with Open-Shield

Cable: PVC jacket, PUR (polyurethane) connector body, nickel-plated brass coupling nut
Conductors: 24 AWG (shielded), gold-plated contacts
Voltage/Current Rating: 75V ac/dc, 2.0 A

Temperature: -40° to +105° C Environmental Rating: IP67
n Cable . . .
Ll Style Length . Dimensions (mm) Used With
E Diameter
o) 183m | MQDC2S-806 + QC50
072 Female + QCX50
b7, 457m MQDC2S-815 « EZ-LIGHT
Straight 5.60 mm 2 3 of |
E)J 914m | MQDC25-830 1 : g/cur eT; mlggzglsrated Touch
5
(&) 152m | MQDC2S-850 Z
<L 8
1.83m | MQDC2S-806RA 1 = White
2 = Brown
457m MQDC2S-815RA 2 f srﬁen
Right-Angle 5,60 mm 5= Gray
914m | MQDC2S-830RA 6 = Pink
7 = Blue
152m | MQDC2S-850RA 8=Red

8-Pin Threaded M12/Euro-Style Cordsets

Cable: PVC jacket, PUR (polyurethane) connector body, nickel-plated brass coupling nut
Conductors: 22 AWG, gold-plated contacts
Voltage/Current Rating: 75V ac/dc, 2.0 A

Temperature: -40° to +105° C Environmental Rating: IP67
Style Length Model* C able Dimensions (mm) Pinout Used With
Diameter
4.57 QDE-815D + EZ-SCREEN w/8-pin QD
m , Fomale .| (14830 mmResoluton
+ EZ-SCREEN LP
7.62m QDE-825D 1 4 w/8-pin QD
7 ’ (14 & 25 mm Resolution)
Straight 15.3m QDE-850D 6.00 mm : 6 8 + EZ-SCREEN w/8-pin QD
M12x1 1=Brown 5=Black | (Point& Grid)
229 m QDE-875D o5 | 2=0rBI  6=Blue | °EZ-SCREEN Type 2
3=0range 7=0GnlYe
30.5m QDE-8100D 4 =White 8 = Violet

8-Pin Threaded M12/Euro-Style Cordsets

Cable: PVC jacket, PUR (polyurethane) connector body, nickel-plated brass coupling nut
Conductors: 22 AWG, gold-plated contacts

Voltage/Current Rating: 60V ac/75V dc, 2.0 A

Temperature: -40° to +105° C Environmental Rating: |P67

Cable

Style  Length Model Diameter

Dimensions (mm) Pinout Used With

Male + EZ-SCREEN Receiver
457m QDE2R4-815D (Cascade) CSSI QD

7 (14 & 30 mm)

6 + EZ-SCREEN LP
Receiver (Cascade)
CSSIQD and a

8 DELPEF-810

(14 & 25 mm)

B~

Straight 7.62m QDE2R4-825D 5.50 mm

1=Brown 5=Blue
o145 = 2= Not Used 6 = Not Used NOTE: For connection

152m QDE2R4-850D 2 : gfatcli-(lsed ; z \l;lvcgitlésed of E-Stop or other
hard/relay contacts.

*  Standard cordsets are yellow PVC with black overmold. For black PVC and overmold, add suffix B to model number (example, DEE2R-81DB)

Courtesy of Steven Engineering, Inc.-230 Ryan Way, South San Francisco, CA 94080-6370-Main Office: (650) 588-9200-Outside Local Area: (800) 258-9200-www.stevenengineering.com
690 More information online at bannerengineering.com




